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Door stops, holders and silencers

Wall stops and holders

Specifications

Material substrate Made from cast brass

Certifications  � WS33 Meets ANSI/BHMA 156.16, L12011

 � WS33X Meets ANSI/BHMA 156.16, L12021

Specifications

Material substrate Made from cast aluminum

Dimensions

Base diameter Overall projection

2 1⁄4" W x 3" H 3 3⁄4"

Dimensions

Base diameter Overall projection

1 5⁄8" 3 3⁄4"

WS33/ WS33X
Wall stops

 � Replaceable rubber bumper with offset shoulder screws into cavity on 

body to prevent loss or theft

 � Sloping design discourages vandalism

 � WS33 is packed with fasteners for drywall/wood applications.

 � WS33X is packed with fasteners for heavy duty masonry applications

WS65
Wall stop

 � Replaceable non-marring white rubber bumper

 � Packed with fasteners for wood applications

Finish

BHMA Description Substrate Finish

626 Satin Chrome Brass US26D

For other colors, consult factory.

Finishes

BHMA Description Substrate Finish

666 Bright Brass Aluminum US3

668 Satin Bronze Aluminum US10

703 Oil Rubbed Bronze Aluminum US10B

– Clear Satin Aluminum Aluminum US27

For other colors, consult factory.

Available accessories

 � Security pin screws

 � Replaceable black non-marring rubber bumper

Available accessories

 � Replaceable white non-marring rubber bumper

 � Replaceable black non-marring rubber bumper


